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Locate the New Ranger 6.0 USB Zip folder you downloaded. 

 

Create a new folder on your desktop named Ranger 6.0 USB 



 

Double click on the W2092Psetup zip folder and extract the contents to the folder 

you created. 

 

Double click on the W2092Psetup executable file to install the program. 

 

Click Yes 



 

 

Click Next 

 

Click Agree to terms of license agreement, then click next. 

 



 

Enter your user name and company name (optional) 

 

Click Next. You can also browse (Change) the location the software is installed. 

 

 



 

Choose current user or all users of this computer 

 

This summary will appear. Click next and the program will install. 

 

 



 

After the program installs, you will see this message. 

 

After the program installs, you will see the contents of the folder. 

 This icon will be created on your desktop. 

 



***Now plug the USB writer device into the USB port on your computer.*** 

 The driver may install automatically.  

Or it may be necessary to manually install the driver. See below. 

 

Right click on Computer and choose Manage 

 

Click on device manager and Universal Serial Bus controllers 



 

Double click on USBXpress Device, then choose the Driver tab,  

then click on Update Driver. 

 

 

Click on “Browse my computer for driver software” 



 

Click the “Browse” button and locate the folder the software was install into. 

in this case “Ranger 6.0 USB”, then click to expand the folder and locate the 

WinDriver folder. 

 
Click WinDriver to expand the folder. Then choose x64 (64 bit operating system) 

or x86 (32 bit operating system). Then click OK. Then click Next. 

 Double click this icon and the programming software will open. 

 



 

Place the programming wand into the programming port inside the battery door. 

Please note the + - icons on the programming wand, the orientation of the wand 

should match the + - battery icon. After the wand has been placed in the 

programming port, click on Read. It may be necessary to click Read more than 

once the first time the programmer is used.  

At this point, you should edit the Address (capcode), Baud rate (512, 1200, 2400) 

and the frequency. You may also change the other values, but it is not necessary. 

Once the Address (capcode), Baud rate and Frequency have been entered, with 

the programming wand in the port correctly, click on “Write” 

 

You should see the “WRITE OK!” message on the progress bar. 



If you see the “Write Error” message below, please check the orientation of the 

programming wand and try again. 

 

 

If you have any questions or problems please visit our website 

www.uccwireless.com email us sales@uccwireless.com or   

call us 888-763-7550 x103. 

We offer support Monday thru Friday 8am to 5pm central time 

excluding major holidays. 
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